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MODEL PART NO. GPM PSI HP
MOTOR 

RPM
VOLT/

PH AMPS FUEL BTU/HR
PUMP 
MODEL

DIMENSIONS 
(LXWXH)

SHIP WT 
(LBS)

921P 1.109-948.0 4.0 2300 6.2 3450 208/1 32 LP 364,835 HM4030R.3 47.5"x21"x51"* 700 

921N 1.109-691.0 4.0 2300 6.2 3450 208/1 32 NG 364,835 HM4030R.3 47.5"x21"x51"* 700 

926P 1.109-949.0 4.0 2000 5 1800 575/3 7 LP 364,835 HM4030R.3 47.5"x21"x51"* 660

926N 1.109-692.0 4.0 2000 5 1800 575/3 7 NG 364,835 HM4030R.3 47.5"x21"x51"* 660

942P 1.109-693.0 4.0 2000 5 1725 208/3 18 LP 360,997 HM4030R.3 47.5"x21"x51"* 590

942N 1.109-694.0 4.0 2000 5 1725 208/3 18 NG 364,835 HM4030R.3 47.5"x21"x51"* 655 

943P 1.109-695.0 4.0 2000 5 1725 230/1 25 LP 360,997 HM4030R.3 47.5"x21"x51"* 685 

943N 1.109-696.0 4.0 2000 5 1725 230/1 25 NG 364,835 HM4030R.3 47.5"x21"x51"* 685 

944P 1.109-697.0 4.0 2000 5 1725 230/3 16 LP 360,997 HM4030R.3 47.5"x21"x51"* 580

944N 1.109-698.0 4.0 2000 5 1725 230/3 16 NG 364,835 HM4030R.3 47.5"x21"x51"* 680

945P 1.109-699.0 4.0 2000 5 1725 460/3 8 LP 360,997 HM4030R.3 47.5"x21"x51"* 585 

945N 1.109-700.0 4.0 2000 5 1725 460/3 8 NG 364,835 HM4030R.3 47.5"x21"x51"* 670

Hotsy's 900/1400 Series of innovative stationary models are packed with standard features! The most impressive 
is the programmable smart control automation. Safety is key with a pressure relief valve and locking lid and side 
panels around the belt and pulleys to keep users safe. These electric-powered washers are available in either LP or 
Natural Gas fired models. New models have the same footprint as previous generations, so users can feel confident 
about upgrading. Panels may be easily removed for access to the machine components for servicing. All models 
are ETL safety certified and feature the Hotsy pump backed by a full 7-year limited warranty. All models come 
equipped with a 50' high-pressure hose, lance, nozzles and trigger gun.
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LP-or Natural Gas-Fired

Hotsy Belt-Drive Pump

Remote-Ready

Smart Relay Control provides control over 

run time, auto start/stop and shut down 

functionality
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1451P 1.109-950.0 4.0 3000 8.2 3450 208/1 39 LP 364,835 HM4030R.3 47.5"x21"x51"* 730

1451N 1.109-701.0 4.0 3000 8.2 3450 208/1 39 NG 364,835 HM4030R.3 47.5"x21"x51"* 730

1452P 1.109-702.0 4.0 3000 7.5 1725 208/3 24 LP 360,997 HM4030R.3 47.5"x21"x51"* 625

1452N 1.109-703.0 4.0 3000 7.5 1725 208/3 24 NG 364,835 HM4030R.3 47.5"x21"x51"* 625 

1453P 1.109-704.0 4.0 3000 7.5 1725 230/1 34 LP 360,997 HM4030R.3 47.5"x21"x51"* 735

1453N 1.109-705.0 4.0 3000 7.5 1725 230/1 34 NG 364,835 HM4030R.3 47.5"x21"x51"* 735 

1454P 1.109-706.0 4.0 3000 7.5 1725 230/3 24 LP 360,997 HM4030R.3 47.5"x21"x51"* 625 

1454N 1.109-707.0 4.0 3000 7.5 1725 230/3 24 NG 364,835 HM4030R.3 47.5"x21"x51"* 700

1455P 1.109-708.0 4.0 3000 7.5 1725 460/3 12 LP 360,997 HM4030R.3 47.5"x21"x51"* 630

1455N 1.109-709.0 4.0 3000 7.5 1725 460/3 12 NG 364,835 HM4030R.3 47.5"x21"x51"* 780 

1456P 1.109-951.0 4.0 3000 8.2 3450 575/3 10 LP 364,835 HM4030R.3 47.5"x21"x51"* 621

1456N 1.109-710.0 4.0 3000 8.2 3450 575/3 10 NG 364,835 HM4030R.3 47.5"x21"x51"* 621

1473P 1.109-711.0 5.0 3000 10 1725 230/1 42 LP 378,617 HM4035R.3 47.5"x21"x51"* 735

1473N 1.109-713.0 5.0 3000 10 1725 230/1 42 NG 390,025 HM4035R.3 47.5"x21"x51"* 735

1474P 1.109-712.0 5.0 3000 10 1770 230/3 29 LP 378,617 HM4035R.3 47.5"x21"x51"* 740

1474N 1.109-714.0 5.0 3000 10 1770 230/3 29 NG 390,025 HM4035R.3 47.5"x21"x51"* 740

1475P 1.109-952.0 5.0 3000 10 1725 208/3 34 LP 378,617 HM4030R.3 47.5"x21"x51"* 740

1475N 1.109-953.0 5.0 3000 10 1725 208/3 34 NG 378,617 HM4030R.3 47.5"x21"x51"* 740

BELT DRIVE

HOT WATER PRESSURE WASHERS  /  ELECTRIC

900/1400 SERIES

* includes connectors and flue outlet
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OPTIONS

PART NO. DESCRIPTION

8.916-989.0 Remote Station (image 1 above)

8.916-988.0 Soap Solenoid and Switch

8.717-728.0 8" Natural Gas- or LP Gas-Fired Draft Diverter

9.803-452.0 Water Inlet Solenoid

8.755-253.0 8" Power Dampener 

8.749-807.0 Power Dampener Wiring Harness

OPTIONS

PART NO. DESCRIPTION

8.924-814.0 R-Con Wireless Remote Kit (1 remote/1 receiver) 
(image 2 above)

8.925-072.0 R-Con Wireless Remote Kit (2 remotes/1 receiver)

8.924-878.0 Wall Mount Remote Bracket for R-Con 
(image 3 above)

8.756-329.0 Replacement Remote (transmitter only)

900/1400 SERIES OPTIONS

2 31

Field Installed     Factory Installed

Please Note: R-Con Wireless Remote comes from vendor, is custom made to order 

and is not universal. When ordering, please contact customer service to supply the 

serial number off the transmitter you have along with the channel number, so we can 

pass along that information to the vendor. 
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