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PORTABLE CABLE STORAGE REELS
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Model AVX-100

For stage box units.
•  Rugged steel and aluminum construction.

•  Non-reflective black matte finish is standard.

• Equipped with one durable rubber twist tie for cable ends.

•  Durable tray provided for storage of stage box units.

•  Slotted divider disc design allows connector pigtails to be 
safely stored alongside snake cable.

•  Ergonomic carrying handle.

•  Adjustable cam-lock drag brake.

    Notes:
1. Specifications subject to change.

2.  Be sure to check dimensions and weights prior to ordering.

* Dimensional weight applies when      shipped as a parcel package  
(via FedEx or UPS Ground).

Model
Number

Cable Capacity of Reel
feet m

Approx. Weight
without cable

lb. kg

Reel Dimensions
in. mm

O.D. (in)
O.D. (mm)
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UPS/
FedEx.
SHIP
Wt.

Freight
SHIP
Wt.

A B B1 C D E F G H

AVX-100 – – – 275 225 150 100 16  58* 21 11 6 3 6 12 14 13.5 21 11.25
– – – 84 69 46 30 7 26 10 279 152 76 152 305 356 343 533 286

PARTS DRAWING – ISO 199

AVX-100

AVX-100
Standard configuration shown 
(cable not supplied with reel)

AVX-100
Standard configuration shown
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AVX Series includes one durable 
rubber twist tie for cable ends.
Part No. 9949.0082


